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<H3Cx>dis version
H3C Comware Software, Version 7.1.075, Alpha 7571
Copyright (c) 2004-2017 New H3C Technologies Co., Ltd. All rights reserved.
H3C S5820V2-54QS-GE uptime is 0 weeks, 0 days, 14 hours, 1 minute
Last reboot reason: User reboot
Boot image: flash:/s5820v2_5830v2-cmw710-boot-a7514.bin
Boot image version: 7.1.075, Alpha 7571
Compiled Sep 20 2017 16:00:00
Boot image: flash:/s5820v2_5830v2-cmw710-system-a7514.bin
Boot image version: 7.1.075, Alpha 7571
Compiled Sep 20 2017 16:00:00
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Slot 1:

S5820V2-54QS-GE with 2 Processors
BOARD TYPE: S5820V2-54QS-GE
DRAM: 512M bytes

FLASH: 1024M bytes

PCB 1 Version: VER.C

Bootrom Version: 908

CPLD 1 Version: 002

CPLD 2 Version: 002

Release Version: H3C S5820V2-54QS-GE
Patch Version: None

Reboot Cause: User reboot

[SubSlot 0] 48SFP Plus+4QSFP Plus

<H3C>

EECEsupervianF iR Nsubvian Bl FEaIRIER:

TR
Cannot configure the VLANSs as sub-VLANs because this operation conflicts with the original configur
ations. //BAAREMATI subvianfIR(E, B AHRHEESRIAECEHEITR.
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[H3C]vlan 10
H3C-vlan10]supervlan
H3C-vlan10]subvlan 9 to 11

Vian 10B&/Fasupervian, #fSsubvian 9 to 11/Egsubvian, EREESMvian 10, FitEHINE
{EMRATEEIRIET.
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https://zhiliao.h3c.com/questions/catesDis/91
https://zhiliao.h3c.com/questions/catesDis/569
https://zhiliao.h3c.com/User/other/45926
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