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某些配置iLO共享网口的 HPE 网卡可能会报告未使用的端口的链接状态不正
确

组网及说明

HPE ProLiant 服务器配置有以下任一HPE 网卡和固件组合映像 v20.19.31（或更早版本），并且 iLO 
配置为使用共享网络端口：

HPE Ethernet 1Gb 4-port 331i Adapter (LOM)
HPE Ethernet 1Gb 4-port FLR-T BCM5719 Adapter (629135-B21)

https://zhiliao.h3c.com/questions/catesDis/913
https://zhiliao.h3c.com/questions/catesDis/347
https://zhiliao.h3c.com/User/other/295


问题描述

HPE ProLiant 服务器上，配置上文提到的网卡并且固件版本在 v20.19.31（或更早版本），当 iLO 配
置此网卡的共享网口时，可能会遇到未使用网口的链接错误报告，并记录在集成管理日志 (IML) 中。
这种不正确的链接报告是由于管理协议向共享网络端口请求端口状态而发生的争用情况导致的。结果

错误地报告了未使用端口上的链接状态。

这也导致在IML 中报告严重状态，因为端口状态在下一个轮询周期被正确报告为未链接。在下面的示
例中， 331i 网卡的Port 1 的接入线缆，而Port 2、3 和 4 没有线缆连接，处于预期的链路断开状态，并
且 iLO配置为共享网络端口：



过程分析

由于管理协议向共享网络端口请求端口状态而发生的争用情况导致的。



解决方法

升级网卡固件版本20.19.51或更高版本
HPE Broadcom NX1 Online Firmware Upgrade Utility forWindows Server x64 Editions Version
5.2.6.0
HPE Broadcom NX1 Online Firmware Upgrade Utility forLinux x86_64 Version 2.29.0
HPE Broadcom NX1 Online Firmware Upgrade Utility forVMware Version 1.30.0

https://support.hpe.com/hpesc/public/swd/detail?swItemId=MTX_d9a4a38067a94d21a1e2c59c30#tab3
https://support.hpe.com/hpesc/public/swd/detail?swItemId=MTX_52781ffb5cd14c048ec4572ed0#tab3
https://support.hpe.com/hpesc/public/swd/detail?swItemId=MTX_1c4af72a4ed847a29512929d0d#tab3
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