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VLAN映射 俞卓尔 2022-06-24 发表

某局点S5500V2-RI 配置多个VLAN映射range失败

组网及说明

不涉及    

https://zhiliao.h3c.com/questions/catesDis/580
https://zhiliao.h3c.com/User/other/167271


告警信息

不涉及



问题描述

现场只能配置一个N:1映射生效，但配置多个时在设备上只有第一个段能生效，包括single也敲不上去
，为设备ACL资源占用不高。



过程分析

（1）实验室尝试一个系列设备也存在这个情况。
[S5560X-EI-PWR]dis version
H3C Comware Software, Version 7.1.070, Feature 6622P01
Copyright (c) 2004-2022 New H3C Technologies Co., Ltd. All rights reserved.
H3C S5560X-54C-PWR-EI uptime is 6 weeks, 0 days, 4 hours, 47 minutes
[S5560X-EI-PWR-GigabitEthernet1/0/1]vlan mapping uni range 2 to 3 5 to 6 translated-vlan 100
The operation is not supported on GigabitEthernet1/0/1.
[S5560X-EI-PWR-GigabitEthernet1/0/1]vlan mapping uni range 2 to 3  translated-vlan 100
[S5560X-EI-PWR-GigabitEthernet1/0/2]vlan mapping uni single 2 3 5 translated-vlan 100
The operation is not supported on GigabitEthernet1/0/2.
[S5560X-EI-PWR-GigabitEthernet1/0/2]vlan mapping uni single 2  translated-vlan 100
[S5560X-EI-PWR-GigabitEthernet1/0/2]vlan mapping uni single 3  translated-vlan 100
The operation is not supported on GigabitEthernet1/0/2.
（2）6520X-EI也是相同现象。
[6520X-EI-Ten-GigabitEthernet1/0/1]display version
H3C Comware Software, Version 7.1.070, Release 6526
Copyright (c) 2004-2021 New H3C Technologies Co., Ltd. All rights reserved.
H3C S6520X-30QC-EI uptime is 4 weeks, 1 day, 6 hours, 57 minutes
[6520X-EI-Ten-GigabitEthernet1/0/1]vlan mapping uni range 2 to 3 5 to 6 translated-vlan 100
The operation is not supported on Ten-GigabitEthernet1/0/1.
[6520X-EI-Ten-GigabitEthernet1/0/1]vlan mapping uni range 2 to 3 translated-vlan 100
[6520X-EI-Ten-GigabitEthernet1/0/1]dis th
（3）设备手册描述均可以配置多个range段和single段。
uni range vlan-range-list translated-vlan vlan-id：表示N:1 VLAN映射的用户侧配置，指定映射的原始V
LAN段列表和转换后的VLAN ID。其中vlan-range-list = { vlan-id1 to vlan-id2 }&<1-10>，vlan-id2的值
要大于vlan-id1的值，&<1-10>表示前面的参数最多可以重复输入10次。参数涉及的vlan-id取值范围都
为1～4094。不同VLAN段之间不允许出现交叉重叠。原始VLAN与转换后VLAN不允许相同。
 
uni single vlan-id-list translated-vlan vlan-id：表示N:1 VLAN映射的用户侧配置，指定映射的原始VLAN I

D列表和转换后的VLAN ID。其中vlan-id-list = { vlan-id }&<1-10>，&<1-10>表示前面的参数最多可以重复
输入10次。参数涉及的vlan-id取值范围都为1～4094。原始VLAN与转换后VLAN不允许相同



解决方法

属于硬件限制，目前该系列只有S5570支持多个range段，后续在资料中会增加说明。




	某局点S5500V2-RI 配置多个VLAN映射range失败
	组网及说明
	告警信息
	问题描述
	过程分析
	解决方法


