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To ensure the integrity of your download, HPE recommends verifying your results with the following SHA-256 Checksum values:
51fb619a0faBf8921b532b5Hfa3483000e6c497dbdb25e4001cdd0B0T14886  ¢p0S0039.compsig
5545ffaa%scb311922ddal0dffSabe3efod5639336e044636c75093 3daabebe2 cp050039.exe

Reboot Requirement:
Reboot may be required after installation for updates fo take effect and hardware stability to be maintained.

Installation:
Place the Smart Component in a temporary directory, then double-click it fo run.
Select :Install: to start extracting to a temporary location on the hard drive.

Click the :Install; button to perform the driver installation,
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Version: 4.7.1.0(C) (28 Sep 2022)

Enhancements

Upgrade Requirement:

Optional - Users should update to this version if their system is affected by one of the documented fixes or if there is a desire to utilize any of the enhanced
functionality provided by this version.

+ Added SHAZBL signature

Version: 4.7.1.0(B) (5 Nov 2021)

Enhancements

Upgrade Requirement:

Optional - Users should update to this version if their system is affected by one of the documented fixes or if there is a desire to utilize any of the enhanced

functionality provided by this version.

+ Added support for Snap5 platforms

Version: 5.7.1.0 (23 Apr 2021)

Fixes

Upgrade Requirement:

Recommended - HPE recommends users update to this version at their earliest convenience.

« Fixed branding issue
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