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To ensure the integrity of your download, HPE recommends verifying your results with this SHA-256 Checksum value:
85fa024bc5fb5f5aaa3le7f9fad993d8592927f791c69545f2bd2d9152db2797  cp039984.exe

Reboot Requirement:

Reboot may be required after installation for updates to take effect and hardware stability to be maintained.

Installation:
Place the Smart Component in a temporary directory, then double-click it to run.
Select “Install” to start extracting to a temporary location on the hard drive.

Click the "Install” button to perform the driver installation.
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Version: 4£.1.0.0 (3 Sep 2019)
Fixes

1 Instructions  Fixes

Upgrade Requirement:
Recommended - HPE recommends users update to this version at their earliest convenience.

Corrected a potential Windows bugcheck 0xS0 (PAGE_FAULT_IN_NONPAGED_AREA) that could occur if Windows restarts the driver without
unloading it.

Version: 4.0.0.0 (27 Nov 2018)

Enhancements

Upgrade Requirement:

Optional - Users should update to this version if their system is affected by one of the documented fixes or if there is a desire to utilize any of
the enhanced functionality provided by this version.

Aligned system and operating system support with the production Service Pack for ProLiant:
+ Removed support for Windows Server 2008 and Windows Server 2008 R2.

+ Removed support for iLO 3.

« Removed support for HP ProLiant G7 and HP ProLiant Gen8 systems.
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