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HPE ProLiant Gen10服务器NUMA nodes与sockets参数设置

组网及说明

服务器：HPE ProLiant BL460c Gen10
iLO5：1.37
BIOS：1.46

问题描述

用户通过BIOS设置NUMA后，2颗物理CPU显示4个NUMA节点，用户想设置为2个NUMA节点。用户
反馈无论设置为哪种模式，都是显示4个NUMA节点。

选择 System Configuration（系统配置） > BIOS/Platform Configuration 
(RBSU)（BIOS/平台配置 (RBSU)） > Power and Performance Options（电源和性能选项） > NUMA
 
Group Size Optimization（NUMA 组大小优化）。 

• Clustered（群集）— 沿 NUMA 边界优化组以提供更好的性能。 
• Flat（平）— 让没有经过优化以利用涵盖多个组的处理器的应用程序能够利用更多的逻辑处理器。
目前设置为flat 模式。 

[root@Computer0102 shm]# lscpu 
Architecture:          x86_64
CPU op-mode(s):        32-bit, 64-bit
Byte Order:            Little Endian
CPU(s):                80
On-line CPU(s) list:   0-79
Thread(s) per core:    2
Core(s) per socket:    20
Socket(s):             2
NUMA node(s):          4
Vendor ID:             GenuineIntel
CPU family:            6
Model:                 85
Model name:            Intel(R) Xeon(R) Gold 6138 CPU @ 2.00GHz
Stepping:              4
CPU MHz:               1995.326
BogoMIPS:              3995.26
Virtualization:        VT-x
L1d cache:             32K
L1i cache:             32K
L2 cache:              1024K
L3 cache:              28160K
NUMA node0 CPU(s):     0-9,40-49
NUMA node1 CPU(s):     10-19,50-59
NUMA node2 CPU(s):     20-29,60-69
NUMA node3 CPU(s):     30-39,70-79

过程分析

 Gen10新增了个叫sub-numa的参数，用户当前环境开启了这个参数。

https://zhiliao.h3c.com/questions/catesDis/334
https://zhiliao.h3c.com/questions/catesDis/331
https://zhiliao.h3c.com/User/other/426


解决方法

Disabled Sub-NUMA Clustering参数后，NUMA节点个数就恢复到2了，与物理CPU个数保持一致。
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